Ratchet Head Type

Pre-Lock Torque
q e External scale but requires hex key to set

Wrench
p ®
‘\..@ L QPX voHNEHM POL 1OON4
et PQL100N4
Accuracy +3%
Torque Range ) Torque Range . Torque Range | Overall | Square .
] . S.1. Model IN-m] ms::l [kgf-cm/kgf-m] A:‘AZ’;ZT“ Ibfin/ibftl | Longth| Drive | /69
Bl PQL Optional Accessories Min.-Max. |Grad. Min.-Max. |Grad. Min.-Max. |Grad.| [mm] | [mm] | [kg]
kgf-cm  [kgf-cm Ibf-in Ibf-in
PQL10N 2-10 100PQL 20-100 PQL50I-2A 1050 | 05
— — g 0.1 9 1 & 190 | 635 | 0.19
= — — PQL15N 3-15 150PQL. 30-150 PQL100I-2A [ 20-100 1
e - PQL25N 5-25 | 0.25| 225PQL 50-250 | 2.5 | 225PQL-A 50200 |25 [ 215 [ [ 025
=" PQL50N 1050 | 0.5 | 450PQL 100-500 | 5 [450PQL-A 100-400 | 5 | 260 ’ 0.40
Ibf-ft | Ibf-ft
842 PQL100N4 | 20-100 , | 900PaLa | 2001000 | - | 900PQLA-A 15-75 , |.320 0.65
PQL140N 30-140 1400PQL | 300-1400 1400PQL-A | 30-100 385 | 12.7 [ 0.75
PQL200N4 | 40-200 1800PQL4 | 4002000 | 20 |1800PQL4-A[ 30-150 2 | 470 1.40
Carrying Case (P.46) ) kgtm  |kgfm
Applicable Mode! Weight PQL280ON 40-280 2800PQL 4-28 02 - - - |60 | oo 20
Part # Dimension [mm] [ PQL420N 60-420 4200PQL 6-42 - - - | 75 3.4
842 50N-100N4 0.25 [Nl Elgs Wty Hex key (for torque adjustment)
(HB0 x W400 x D70) ’
140N-200N4
843 0.36 . L .
(H60 x W520 x D80) PQ I I S * PQL style with Limit Switch output
200N and below i .
°
846 (H170 X W500 x D100) 1.0 Ideal for torque verification (Pokayoke) assembly
280N and below processes
847 0.36
(H170 x W740 x D100)
S:iMogol MetricIiodal POKA Patrol (Count Checker)
PQLLS25N 225PQLLS
PQLLS50N 450PQLLS C N A_4 m k3
PQLLS100N4 900PQL4LS
PQLLS140N 1400PQLLS Refer to page 31.
PQLLS200N4 1800PQLALS
PQLLS280N 2800PQLLS
PQLLS420N 4200PQLLS

Protective Head Cover

Refer to page 46. * Sold separately

PQ L Pre-Lock Adjustable Assembly Ratchet Head Vinyl Coating

{/r\}sulatﬁd Torque ¢ |Insulated casing prevents electrical shocks.
renc e Specialized version of PQL

Accuracy +3%

Torque Range Torque Range Overall | Square

Metri
S.I. Model [N-m] M‘e)d': [kgf-cm] Length | Drive
[mm]

«««««««« Min.-Max. Grad. Min.-Max. Grad. [mm] [kal
~ W \j'ﬁ ) PQLZ25N 5-25 0.25 225PQLZ 50-225 2.5 227 9.5 0.28
PQLZ100N4 20-100 1 900PQLZ4 200-900 10 340 12.7 0.80

PQLZ100N4 )
Hex key (for torque adjustment)

Weight

Q SP Preset Insulated Vinyl Coating

Torque Wrench e Insulated design suited for use in electric shock hazard conditions
e |deal for electric car assembly, connection of battery terminal wiring work etc.

Accuracy +3%

Torque Range Overall Square Weight
Model IN-m] Ikgf-cm] [ibf-in] Length | Drive 9
Min.-Max. Min.-Max. Min.-Max. [mm] [mm] [kgl
. i QSPZ25N 5-25 50-250 50-200 227 9.5 0.28
QSPZ100N4 20-100 200-1000 100-750 334 12.7 0.8
QSPZ25N 1. A torque wrench tester is necessary for torque adjustment. Specify required set torque when you order.

(Ex. QSPZ100N4 x 80N-m)
2. Adjusting tools for QSPZ are sold separately.
3. Sockets are sold separately. Refer to page 41.
4. Sockets are not insulation coating.




